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About Garrison
Garrison is a leader in providing home comfort products.  Garrison offers energy-efficient electric and gas water heaters, condensing

units, heat pumps, air handlers, evaporator coils, furnaces, thermostats, and HVAC motors.  Garrison products are designed for reliability,

performance, and value.  Choose Garrison for your heating and cooling needs.  For more information on Garrison products, 

please visit www.garrisonwaterheaters.com
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Garrison® Gas Water Heaters

					     Recovery		  Dimensions in
				    BTU Input	 90°F Rise		  Inches
Garrison	 First Hour	 Energy	 Gallon	 Per Hour	 Gallons
Model Number	 Rating	 Factor	  Capacity	  Natural	 Per Hour	 Height		  Diameter

Short Models

GGR6 30 YOR S	 60	 .61	 30	 35,500	 36	 50		  18

GGR6 40 YBR S	 70	 .58	 40	 40,000	 41	 51-1/2		  20

GGR6 50 YBR S	 80	 .58	 50	 40,000	 41	 53-1/4		  24

Tall Models	

GGR6 30 YOR T	 67	 .61	 30	 35,500	 36	 60-1/2		  16

GGR6 40 YBR T	 70	 .59	 40	 40,000	 41	 61-3/4		  18

GGR6 50 YBR T	 88	 .58	 50	 40,000	 41	 60-3/4		  20

High Output Models	

GGR6 75 XRR S	 N/A	 N/A	 74	 75,100	 81	 61		  26-1/2

GGR6 100 XRR T	 N/A	 N/A	 98	 75,100	 81	 68-1/2		  27-3/4

High Efficient Tall Models**	

GGR6 40 YOC T	 70	 .62	 40	 40,000	 41	 61-3/4		  20

GGR6 50 YOC T	 88	 .62	 50	 40,000	 41	 61		  22

Garrison® Electric Water Heaters

	 Peak				   Element Wattage				   Dimensions in
	 Demand Output				    240 VAC					     Inches
Garrison	 (First Hour	 Energy	 Gallon				    Recovery
Model Number	 Rating Gallons)	 Factor	  Capacity	 Standard		  Maximum	 90°F Rise	 R Valve	 Height		  Diameter

Tall Models

EGR6 30 DOR T	 43	 .93	 30	 4500		  6000	 21	 16	 46-1/2		  18

EGR6 40 DOR T	 52	 .92	 40	 4500		  6000	 21	 16	 59-1/2		  18

EGR6 52 DOR T	 60	 .91	 50	 4500		  6000	 21	 16	 54		  20-1/2

Short Models

EGR6 30 DOR S	 43	 .93	 30	 4500		  6000	 21	 16	 36-1/2		  20-1/2

EGR6 40 DOR S	 52	 .92	 40	 4500		  6000	 21	 16	 44		  20-1/2

EGR6 50 DOR S	 62	 .90	 50	 4500		  6000	 21	 16	 48		  22

Lowboy Models

EGR6 30 DOL S	 41	 .93	 29	 4500		  6000	 21	 16	 30		  22

EGR6 40 DOLN S	 48	 .92	 38	 4500		  6000	 21	 12	 31-1/4		  23

EGR6 50 DOL S	 55	 .91	 50	 4500		  6000	 21	 16	 34		  26-1/2

Garrison Gas Water Heaters
Garrison gas water heaters feature Flammable Vapor Ignition Resistant (FVIR) design that meets the American National Standards Institute’s Z21.10.1-CSA4.1 

standards to prevent the accidental or unintended ignition of flammable vapors, such as those emitted by gasoline.  Garrison water heaters have a fully-sealed

combustion chamber so that air and flammable vapors can only enter through a highly-engineered flame trap.

Garrison gas water heaters are available in a variety of sizes to easily accommodate residences with limited

installation space.  Garrison also offers Energy Star qualified gas water heaters.  Models are available for

natural gas or propane fuel sources.

**Energy Star® qualified.  All models available in propane (LP).  To order, change Y to H or X to C in model number (example: GGR6 30HOR S).
For complete specifications, please visit www.garrisonwaterheaters.com.

•	 Draft Hood – Connects to venting system, helps upward
	 flow of gasses.

•	 Hot Water Outlet – Delivers hot water to your fixtures
	 and appliances.

•	 Cold Water Inlet – Allows entry of cold water.
	 Connects to the dip tube and moves water to the
	 bottom of the tank.

•	 Temperature and Pressure Relief Valve – 
	 This safety feature releases water when the tank pressure
	 or temperature exceeds limits.

•	 Energy-Saving Foam Insulation – 
	 Provides outstanding protection against radiant heat loss.
	 Up to 2” thick for maximum efficiency.

•	 Aluminum Anode Rod – Industry-leading feature 
	 that increases the life of your tank by prohibiting corrosion, 
	 oxidation, and rust.

•	 ZirconShieldTM Glass-Lined Tank –  
	 Provides exceptional protection against rust and leaks.
	 Protects your tank from the corrosive effects of hot water.

•	 Flue – Coated steel tube that transfers gasses to the
	 venting system.

•	 Outer Jacket – Robust design and steel construction
	 reduce energy loss.

•	 Perforated Dip Tube – Constructed of PolyX™, a robust 
	 cross-link polymer that can endure long-term exposure to
	 water temperatures up to 400°F. Helps prolong tank life by 
	 reducing sediment buildup inside the tank.

•	 Push-Button Piezo Igniter – Enables fast,
	 one-handed pilot ignition.

•	 Thermocouple – Identifies pilot use and deactivates
	 gas burner valve if the pilot light is extinguished.

•	 EcoSentryTM Gas Burner – Environmentally-friendly 
	 burner reduces NOx emissions below 40 ng/j.

•	 Gas Burner – Gas is ignited at the burner by the pilot.
	 Combustion transfers heat to the water through the bottom
	 head and flue.  Burns either natural gas or propane.

•	 FVIR System – Shuts down water heater if flammable
	 vapors are present.

•	 Pilot – Ignites burner when thermostat activates.

•	 Brass Drain Valve – Quality constructed brass valve 
	 enables tank to be emptied for service calls.  Durable and 
	 child-resistant.




